U¥QualityWindows  Replacement Windows Thermal Perf

Design, Technology and Value Windows are tested and certified to the NFRC 100-97 specification

. for the thermal performance of the entire window unit.
Synergy Series

Type Gas Fill Surface 1 Surface 2 U-Value SHGC \2) Energy Star Rated
Slider None Clear Clear 0.47 0.60 0.64 No
Slider None Clear Solarban 70xI 0.32 0.22 0.51 Yes
Slider None Sunclean Solarban 70xI 0.32 0.19 0.43 Yes
Slider Argon Clear Solarban 70x| 0.29 0.22 0.51 Yes
Slider Argon Sunclean Solarban 70x| 0.28 0.19 0.43 Yes
Type Gas Fill Surface 1 Surface 2 U-Value SHGC \2) Energy Star Rated
Single Hung None Clear Clear 0.47 0.60 0.64 No
Single Hung None Clear Solarban 70x| 0.32 0.22 0.50 Yes
Single Hung None Sunclean Solarban 70x| 0.32 0.19 0.43 Yes
Single Hung Argon Clear Solarban 70x| 0.29 0.22 0.50 Yes
Single Hung Argon Sunclean Solarban 70x| 0.28 0.19 0.43 Yes
Type Gas Fill Surface 1 Surface 2 U-Value SHGC \"2) Energy Star Rated
Picture Window None Clear Clear 0.47 0.64 0.68 No
Picture Window None Clear Solarban 70xI 0.31 0.24 0.54 Yes
Picture Window None Sunclean Solarban 70xI| 0.30 0.20 0.46 Yes
Picture Window Argon Clear Solarban 70xI| 0.28 0.23 0.54 Yes
Picture Window Argon Sunclean Solarban 70xI| 0.27 0.20 0.46 Yes
Type Gas Fill Surface 1 Surface 2 U-Value SHGC \2) Energy Star Rated
Double Hung None Clear Clear 0.45 0.56 0.60 No
Double Hung None Clear Solarban 70xI 0.32 0.21 0.47 Yes
Double Hung None Sunclean Solarban 70xI 0.32 0.18 0.40 Yes
Double Hung Argon Clear Solarban 70x! 0.28 0.20 0.47 Yes
Double Hung Argon Sunclean Solarban 70xI 0.29 0.18 0.40 Yes
Endurance Series
Type Gas Fill Surface 1 Surface 2 U-Value SHGC VT Energy Star Rated
Casement None Clear Clear 0.41 0.49 0.52 No
Casement None Clear Solarban 70x| 0.29 0.18 0.41 Yes
Casement None Sunclean Solarban 70xI 0.29 0.16 0.35 Yes
Casement Argon Clear Solarban 70x| 0.26 0.18 0.41 Yes
Casement Argon Sunclean Solarban 70x| 0.26 0.16 0.35 Yes
Bellevue Series
Type Gas Fill Surface 1 Surface 2 U-Value SHGC VT Energy Star Rated
Narrow Door None Clear Clear 0.47 0.60 0.64 No
Narrow Door None Clear Solarban 70xI 0.32 0.22 0.51 Yes
Narrow Door None Sunclean Solarban 70xI 0.32 0.19 0.43 Yes
Narrow Door Argon Clear Solarban 70xI 0.29 0.22 0.51 Yes
Narrow Door Argon Sunclean Solarban 70xI 0.28 0.19 0.43 Yes

ENERGY STAR ® COMPLIANCE

The ENERGY STAR® program was developed by the U.S. Department of Energy and the Environmental
Protection agency to help consumers identify products that save energy. Requirements for windows
are tailored to meet the energy needs of the country’s four different regions - Northern, North/Central,
South/Central and Southern. ENERGY STAR® windows must be rated, certified and labeled by the
National Fenestration Rating Council (NFRC) for U-value and solar heat gain coefficient.

Climate Region U-Value Solar Heat gain Coefficient

I Northern <=0.35 No Requirement
North/Central <=0.40 <=0.55
South/Central <=0.40 <=0.40

Il Southern <=0.65 <=0.40




